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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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NATIONAL FOREWORD 

This Indian Standard which is identical with ISO 10625 : 2005 'Equipment for crop protection — Sprayer 
nozzles — Colour coding for identification' issued by the International Organization for Standardization (ISO) 
was adopted by the Bureau of Indian Standards on the recommendation of the Farm Implements and Machinery 
Sectional Committee and approval of the Food and Agriculture Division Council. 

The text of ISO Standard has been approved as suitable for publication as an Indian Standard without 
deviations. Certain conventions are, however, not identical to those used in Indian Standards. Attention is 
particularly drawn to the following: 

a) Wherever the words 'International Standard' appear referring to this standard, they should be read as 
'Indian Standard'. 

b) Comma (,) has been used as a decimal marker while in Indian Standards, the current practice is to 
use a point (.) as the decimal marker. 

The technical committee has reviewed the provision of the following International Standard referred in this 
adopted standard and has decided that it is acceptable for use in conjunction with this standard: 

International Standard Title 

ISO 5682-1 : 1 996 Equipment for crop protection — Spraying equipment — Part 1 :Test methods 

of sprayer nozzles 

In reporting the results of a test or analysis made in accordance with this standard, if the final value, 
observed or calculated, is to be rounded off, it shall be done in accordance with IS 2 : 1960 'Rules for 
rounding off numerical values (revised)'. 
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Indian Standard 

EQUIPMENT FOR CROP PROTECTION — SPRAYER 
NOZZLES — COLOUR CODING FOR IDENTIFICATION 



IMPORTANT — The colours represented in the electronic file of this International Standard could 
differ from the true representations when viewed on-screen or printed in colour. 

1 Scope 

This International Standard specifies the system of colour coding for identification of all types of hydraulic 
spray nozzles, such as flat and cone nozzles used for the application of crop protection products in agriculture. 

This International Standard is not applicable to nozzles where there is more than one component influencing 
flow rate. It might not be applicable to liquid fertilizer applications. 

It allows for flow recognition on small parts in order to avoid any confusion under normal conditions of use. 



2 Requirements 

Sprayer nozzles shall be colour-coded according to Clause 3. If nozzles are made of plastics, the material 
shall be uniformly coloured throughout. 



3 Nozzle colour code 

The colour of the nozzle shall be that specified in Table 1, on the basis of the nozzle's flow rate at a working 
pressure of 300 l<Pa''). 



1) This value corresponds to the value used for tests specified in ISO 5682-1:1996. 
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Table 1 — Colour code for nozzles 



Flow-rate at 300 kPa 

(with relative 
tolerance of ± 5 %) 

l/min 


Nozzle size ^ 


Colour 


Name of colour 


RAL number ^ '° 


0,2 


0050 




Blue lilac 


4005 


0,25 


0067 




Olive green 


6003 


0,3 


0075 




Light pinl< 


3015 


0,4 


01 




Pure orange 


2004 


0,6 


015 




Traffic green 


6024 


0,8 


02 




Zinc yellow 


1018 


1.0 


025 




Signal violet 


4008 


1,2 


03 




Gentian blue 


5010 


1,4 


035 




Brown red 


3011 


1,6 


04 




Flame red 


3000 
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Table 1 {continued) 



Flow-rate at 300 kPa 

(with relative 
tolerance of ± 5 %) 

l/min 


Nozzle size ^ 


Colour 


Name of colour 


RAL number a'' 


2,0 


05 




^M 


Nut brown 


8011 


2,4 


06 






Signal grey 


7004 


3,2 


08 






Traffic wliite 


9016 










4,0 


10 




^M 


Liglit blue 


5012 


6,0 


15 




^M 


Yellow green 


6018 


^ For information only. 

^ RAL is an acronym of Deutsches Institut fijr GiJtesicherung und Kennzeichnung e.V. 
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Bureau of Indian Standards 

BIS is a statutory institution establislned under the Bureau of Indian Standards Act, 1986 to promote 
harmonious development of the activities of standardization, marking and quality certification of 
goods and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of the these publications may be reproduced in 
any form without the prior permission in writing of BIS. This does not preclude the free use, in the 
course of implementing the standard, of necessary details, such as symbols and sizes, type or grade 
designations. Enquiries relating to copyright be addressed to the Director (Publications), BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are 
also reviewed periodically; a standard alongwith amendments is reaffirmed when such review indicates 
that no changes are needed; if the review indicates that changes are needed, it is taken up for revision. 
Users of Indian Standards should ascertain that they are in possession of the latest amendments or 
edition by referring to the latest issue of 'BIS Catalogue' and 'Standards: Monthly Additions'. 

This Indian Standard has been developed from Doc No.: FAD 21 (1986). 
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